
 

Página 1 de 2 

Scotch ® 3557 

Packaging Masking Tape                     

 
Technical Data Sheet                    Sep/2019 
 

 

Product description 

 
Scotch® 3557 has a special backing treatment that provides good resistance and excellent 

conformability after appling on the surfaces. This treatment provides good paper sealing and 

improves its characteristics with high humidity absorption resistance. 

The special synthetic rubber resin formulation adhesive provides strength and good adhesion on the 

cardboard boxes. 
 

 

Product Characteristic 

 

Backing : Special treated solvent less Kraft paper 

 

Adhesive : Resin and Synthetic rubber 

 

Colors             : Brown 

 
 
Physical Properties 

 

Adhesion to steel   : 37 N/100mm)   - min 
  

Tensile Strength   : 550 N/100mm) - min 
   

Film Thickness   : 0,11 mm  
       

Total Thickness   : 0,16 (mm)  
      

Elongation at the break  : 3 % - max      
 

 

(Test method based on ASTM) 
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Applications 

 

1. Light duty packaging 

 

2. Boxes and packs reinforcement 

 

3. General packaging 

 

 

 

Shelf life  

 

The tape application is facilitated if the environment temperature is near 25°C. Very low or 

very high temperature can cause respectively adhesive hardening or softening 

 

To obtain best performance use this product within two years from date of manufacture and 

store under normal conditions of 70°F (21°C) and 50% RH into the original cardbox. 
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